M12 A-Code 8 Pin Male to RJ45 Male
Spiral Industrial Cable Assemblies

Electrnmt: Links

international inc

Key Features

@ Design for industrial Ethernet and
harsh environments.

@ Retractable, curly with firm coil
retention & excellent memory.

@ Halogen-Free PUR jacket for
chemical and abrasion resistance.

@ Coiled cable has a useful extension

~ range of approximately 3 times the
& retracted length of cable.

& Up to 10 millions of extension /
retraction cycles without sacrificing
electrical performance.

Cable Diagram
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Straight Cable(A): 15cm

Coiled OD(B): 28mm

Retracted Length of Coiled Portion(C): 0.3m ~ 0.75m
Cable OD(D): 7.2mm

Retraction
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Extension

Extends or Retracts 3 times
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Note:
Repeated extension beyond this upper limit length may
resultin permanent loss of coil memory.
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Extensive Variants for M12 A-Code 8 Pin Spiral Industrial

P/N

ELII-5040063

ELII-5040064

ELII-5040065

ELII-5040066

ELII-5040067

ELII-5040068

ELII-5040069

ELI1-5040070 B
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Product Image

Cable Assemblies

Connector-1

M12 A-Code 8
Pin Male

M12 A-Code 8
Pin Male

M12 A-Code 8
Pin Male

M12 A-Code 8
Pin Male

M12 A-Code 8
Pin Female

M12 A-Code 8
Pin Male

M12 A-Code 8
Pin Male

M12 A-Code 8
Pin Female

Connector-2

M12 A-Code 8
Pin Male

M12 A-Code 8
Pin Female

RJ45 Male with
dual screw

RJ45 Female
with dual screw

RJ45 Male with
dual screw

RJ45 Male

RJ45 Female

RJ45 Male

Sheath

Halogen-Free
PUR

Halogen-Free
PUR

Halogen-Free
PUR

Halogen-Free
PUR

Halogen-Free
PUR

Halogen-Free
PUR

Halogen-Free
PUR

Halogen-Free
PUR
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