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M12-A code 8: PCB & solder cup male & female, shielded and      

                          unshielded. R/A and straight, shielded are with screw   

                          locking and push pull locking 

RJ45               : PCB  female  
       

 

     
    

                                                                

DESCRIPTION                                            PART NUMBER 
 

Female straight (insert)                                                                     ELII-12A08-00SX-LDS-02 

Male straight (insert)                                                                         ELII-12A08-00PX-LDS-02 

Male r/a pcb  (insert)                                                                         ELII-12A08-00PX-RDS-01 

Female r/a pcb (insert)                                                                      ELII-12A08-00SX-RDS-01 

Male straight pcb                                                                               ELII-12A08-P09F-LDS-A2 

Female straight pcb                                                                           ELII-12A08-S09F-LDS-A2 

Male solder cup                                                                                  ELII-12A08-P09F-LSS-A2 

Female solder cup                                                                              ELII-12A08-S09F-LSS-A2 

Female straight pcb  RJ45                                                                ELII-RJM08-SLD-NL 

Female r/a pcb RJ45                                                                          ELII-RJM08-SRD-NL 
Male shield shell for male insert                                               ELII-12000-P15F-P00-00 
Female shield shell for female insert                                                ELII-12000-S16F-P00-00 
 
OTHER CONFIGURATIONS AVAILABLE, CONTACT sales@electronic-links.com 
 

Electronic Links International, Inc. assumes no responsibility for inaccuracies 
or omissions in the information contained in this document. Specifications are 

subject to change without notice. Additional information about Electronic Links 
International,  Inc. is available at www.electronic-links.com 
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One-Pieces 

Front Mount (Solder) 

Male Female 

Front Mount (Dip) 

Rear Mount (Solder) 



                                                                                         
  

       

M12 

One-Pieces 

M12 

Panel Cut-Out 

M12 PG9 M16 

Technical Characteris�cs 

● Shell material：Brass / Zinc 

● Housing material：Nylon PA66 

● Molding material：PVC / TPU 

● Contact：Copper Alloy 

● Insula�on resistance：≥100mΩ 

● Contact resistance：≤5mΩ 

● Protec�on level：IP67 

● Ma�ng and Unma�ng force：≥500 

● Applicable temperature：-20℃~+80℃ 

Electrical Features 

Female 

Key View 

Male 

Key View 

Code Type A-Code 

Pin Way 

Rated Current 

Rated Voltage 

3PIN 4PIN 

4A 

5PIN 8PIN 

2A 

12PIN 17PIN 

1.5A 

250V a.c./d.c. 60V a.c./d.c. 30V a.c./d.c. 



  

 

                                    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                          Wwww.electronic-links.com 

 

M1 

 

 

2 
Female 

Key View M12 

Male 
Key View 

Code Type 

Pin Way 

B-Code 

5PIN 

D-Code 

4PIN 

X-Code 

8PIN 

Y-Code 

8PIN 

Rated Current 

Rated Voltage 60V a.c./d.c. 

4A 0.5A 6A/0.5A 

50V a.c./d.c. 250V a.c./d.c. 60V a.c./d.c. 

Female 
Key View 

Male 
Key View 

Code Type 

Pin Way 

S-Code 

4PIN 

T-Code 

4PIN 

K-Code 

5PIN 

L-Code 

5PIN 

Rated Current 12A 4A 12A 12A 

Rated Voltage 630V a.c./d.c. 63V a.c./d.c. 630V a.c./d.c. 63V a.c./d.c. 

 



 
 
 
 
 

O Technical Characteristics 
 

● Shell material：Brass /  Zinc /  PA66 
 

● Housing material：Nylon PA66 
 

● Molding material：PVC /  TPU 
 

● Contact：Copper Alloy 
 

● Insulation resistance: DC500V ± 10% 

● Current Rating:1.5A 

● Recommend AWG: 24~26AWG 

● Protection level: IP67 

 
 

● Panel Mount Connector: 40°C~+105°C 

 
● Cable End Connector: 40°C~+85°C 

 
 

PANEL CUT – OUT PANEL SIGNAL 
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